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OCHER SiAETE
_— PURPOSE OF DRAWING
: TO SHOW INTERCONNECTION OF
LUBE 0OIl. RELATED POINTS WITH DESIGN
CONSIDERATIONS OF THE LUBE OIL SYSTEM.
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- CHECK VALVE
RELUBE PUMP
172 HP, 120 VAC, 3 GPM
< IL EXTRACTION FOR
OIL CHANGE 3/4 NPT
. WAY VA
9 3 VALVE ENGINE SHIPYARD
/ SIDE SIDE
LIME-TO-4IR
ETo R - SHIPYARD INSTALLATION DATA
LLUBRICATION SYSTEM
c . REGY : X : 1. PRELUBE MOTOR STARTER SUPPLIED SHIP LOOSE FROM PPPC TO BE
WRINE ' MOUNTED AND WIRED BY SHIPYARD.
2. SEE DRAWING 8-6176206—-E1 AND 8-6176206-ES5 FOR ELECTRICAL
| CONNECTION.
3. REFERENCE DRAWING 8-6176206-G1 SHEET 3 OF 4 FOR MOUNTING
LOCATION OF THE PUMP.
4. TO USE PRELUBE PUMP AS A LUBE 0OIl. EXTRACTION PUMP, 374" NPT
PORT LOCATED ON THE RIGHT SIDE OF THE BASE FRAME (REFERENCE
8-6176206-G1>
sriak |
FLALFLOW FLIERS
RESSURE BLIOCK MOUNTED [
ON FLYWHEEL HOUSING
AV4
B 374
OIL FILL AND NPT
GRAVITY DRAI NOTES
BLEED OFF VALVE ) —— — 1. INDICATES SHIPYARD PIPING
FOR CHECKING LUBE
NGINE LUBE OIL HUT —————— 2. INDICATES PPPC SUPPLIED PIPING
PRESSURE SENDER SHUTDOWN AND OIL SAMPLING
3. ABBREVIATIONS:
ISOLATION VALVE PPPC -~ PACIFIC POWER PRODUCTS COMPANY
LUBE SYSTEM
1. DIL FLOW RATE: 34 GPM
2. 0OIL PRESSURE: S50 PSI
3. 0OIL CONSUMPTION ¢MASS): 0.17 LBM/HR
4. DOIL CONSUMPTION ¢VOLUMETRIC)»: 0.09 QT/HR
S. SHUTDOWN (1800 RPM): 25 PSI
6. SHUTDOWN (IDLE SPEED): 9 PSI
7. PRELUBE PUMP: 3 GPM
8. PRELUBE COMPLETE SWITCH: 1 PSI
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